Contractor shall list all addenda by number on the bid form to ensure conformity in the bid.

Drawings, Specifications and/or Proposals are herein amended, expanded and/or modified, as hereinafter described, and become a part of the Contract Documents with the same force and effect as if incorporated, herein, originally. Any contrary provisions contained, or referred to, in Drawings and/or Specifications, shall remain applicable unless overridden by this Addendum. Revised or contrary provisions herein shall not affect any other part of the Contract Documents and any deletions, additions, substitutions and/or revisions mentioned, shall include all labor, materials, methods, modifications, etc. required for complete performance of the work.

**CONTRACT DOCUMENT MODIFICATIONS AND CLARIFICATIONS**

1. Drawing A101 has been revised and is attached - note changes labeled "Addendum 1".
2. Saw cut slab for floor drains as shown on the drawing. "Overcut" for drain 3 ft x 3 ft, and dish to 4” floor drain. Slope drain line to sewage sump pit outside of new rooms. Patch floor to match existing. Dowell all slab cuts per detail 4 (A101). Use 4" diameter Schedule 40 PVC pipe, Zurn FD2210 floor drains (or similar) and a Zoeller 65 gallon sump basin w/ lid or similar. Pump and above floor piping by others.
3. Sprinkler pipe in SE corner of new construction will be removed and replaced by owner.
4. Prime paint door & frames and apply block filler to masonry walls and finish paint all new walls to match existing.
5. Sand removed from the project can be left on site in a designated spoil pile. Removed concrete must be properly disposed off-site.
6. Match the mezzanine floor height to the existing cells, top of masonry wall is 10’0”
7. The thickness of the new bed plate is 7 inches, when installed it will be flush with the floor.

End of Addendum
1. 7'x8' DOUBLE DOOR, FLUSH, STEEL PANEL, HOLLOW METAL FRAMES, PAINTED.
2. RECESSED PIT FOR BED PLATE.
3. NOT USED.
4. BLOCKING AS REQUIRED TO POUR SLABS AROUND ELECTRICAL CONDUIT.
5. 2'x2' OPENING IN PRECAST TO RECAPTURE HEAT TO SPACE.
6. NOT USED.
7. NEW 65 GALLON SUMP WITH 1 HP PUMP AND SWITCH. PIPE OVERHEAD TO DRAIN AT REST ROOM.
8. FLOOR DRAIN.